
East Facing Section II
*drawing scale ¼'' = 1'-0''
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East Facing Section V
*drawing scale ¼'' = 1'-0''
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East Facing Section IV:
Lower Bathroom
*drawing scale ¼'' = 1'-0''
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6'-8 1/4"

8"

East Facing Section III:
Laundry Room
*drawing scale ¼'' = 1'-0''
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East Facing Section I:
Hallway from Entry to Garage
*drawing scale ¼'' = 1'-0''
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Detail: Spiral Staircase (Side)
*drawing scale 1/2'' = 1'-0''
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Detail: Spiral Staircase (Top)
*drawing scale 1/2'' = 1'-0''
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Sections, General Notes:

1. Unless labelled as "existing", assume features are to be newly constructed. (Refer to 
foundation and roof plans for the general boundaries of what is existing and what is to be 
newly constructed.)

2. Exterior elevations are with respect to bottom edge of wood siding. This point is 
approximately 6" above grade.

Existing Cinder Block 
Foundation

(Area to be Excavated 
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Spiral Stairways Code Requirements:
(R311.7.5.2.1, R311.7.10.1, & R311.7.10.2)
"Special stairways shall follow all requirements in the 
code for stairways with the following exceptions. For 
spiral stairways:
• Minimum 26” clear width at and below the handrail. 
• Minimum 7 1⁄2” tread depth. 
  - Measured at 12” from the narrower edge. 
  - All tread depths must be identical. 
• Maximum 9 1⁄2” riser height. 
• Minimum 6’-6” headroom."

Riser Height 

This Stairway's Specs:
• Minimum 4'-4” clear width at and below the handrail. 
• Tread depth: 
  - 9 1/4" at 12" from narrower edge. 
  - All tread depths are identical. 
• Riser height: 7 1/8" 
• Headroom: 9'-7 1/8"

Thread Depth at 12" 
from Narrow Edge

Legend

Window or Door, shown on page A601 
(indicated on window/door width label).
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 Existing 
Lengthwise 
Apex Beam

Powder 
Room

7'-5" x 3-5"
25 sq. ft.

1st Bedroom
13'-2 1/2" x 13'-3 3/4

176 sq. ft

2nd Bedroom
17'-7 3/4 x 8'-9 1/2" +

4'-1" x 1'-4"
160 sq. ft

Existing Cinder 
Block Foundation

Atrium
17'-8" x 10'-0" 

177 sq. ft.

Family Room
38'-5" x 11'-11 3/4"

460  sq. ft.

3rd Bedroom
17'-11 1/2 x 8'-1" +
15'-9 1/2 x 2'-1/2"

177 sq. ft.

Family Room
38'-5" x 11'-11 3/4"

460  sq. ft.

Utility Room
(unfinished)

121 sq. ft.

Den
21'-3/4" x 29'-2 

3/4" (avg.)
616 sq. ft.

 Transversal  
Apex Beam

(to match style 
of existing 

Lengthwise 
Apex Beam)

False Ceiling
Master Bedroom

16'-4 1/2" x 17'-5"
285 sq. ft.

Master Toilet
4' x 7'-3/4"
28 sq. ft.

Dining 
Area

Existing
Metal
Beam 

(partially
exposed)

Existing Brick 
Chimney

Existing
Metal
Beam

(partially
exposed)

Existing Brick 
Chimney

half wall
Master Closet

22'-1 3/4" x 7'
155 sq. ft.

Existing
Metal Post
(exposed)

New Metal
 Post

(exposed)

New Metal
 Post

(exposed)

Interior Garden
12'-4" x 4'-10" x 1'-6"

89 cu. ft.

Existing Brick
Fireplace

Hearth
(slate top, 

wood base)
1'-8 3/4" x 

9'-2" x
1'-6"

Spiral Staircase

Railing
(wood/glass)

Wood Post
(style to match existing post) 

Existing Brick
Fireplace

Hearth
(slate top, 

wood base)
1'-8 3/4" x 

9'-2" x
1'-6"

Soffit

Existing
Metal
Beam

(partially
exposed)

Lower Bathroom
13'-1 1/2 x 8'-1"

106 sq. ft. Cabinets

2nd Closet
1'-9 1/2 x 8'-9 1/2"

16 sq. ft.

Laundry Room
7'-1/4"(avg.)  x 11'-5 1/2"

80  sq. ft.

Hallway
27'-7 1/2" (avg.) x 5' 

138 sq. ft.

Railing
(wood/glass)

 

Hand Railing
(wood)

 Transversal  
Apex Beam

(to match style 
of existing 

Lengthwise 
Apex Beam)

Valley
Beam

 Wood 
Post 

 Wood 
Post 

Wood Post
(style to match existing post) 

Cabinets

Existing Wood 
Post

Hand Railing
(wood)

Valley
Beam

10'-4 1/2"2'-11 1/2" 2'-11 1/2"

Half Wall with 
Handrail

1st Closet
2'-5" x 7'-0"
17.5 sq. ft.
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